Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order i e

List Work Order E Plans

Work Order:
Classification:
Classification Description:
Asset:

Alias:
Location:
Work Location:
4 Work Type:
Status:

Status Date:
Reported By:
Phone:

Reported Date:

On Behaif Of:
Consist:
.asset Detalls
Year:
Manufacturer:
Model:
Serial #:
Type: FLEET

Status: OPERATING

Asset Condition:

Address Information

Service Address:

Formatted Address:
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2187546 METRO MOW ANNUAL SWITCH INSPECTION i:l
MTA\METRO o
MTA - METRO
1243435 27 METRO MOW SWITCH 167B WABASH YD TRK 2 WEST |}
WAB167B
CMWABYARLE 3 Chain Marker Wabash Yard !

b R
PM i
APPR
11/28/15 07:28:50 AM
MTACRON
11123115 04:13:20 AM [57.

552 ¢

3
‘-4 Fleet Assets
Operating
4 City:
State/Province:

BUmEThs: (1) Go Ti
& 1L e
Log Failure Reporting

11/28/2015



Switch Inspection Report/ Annual Page 1 of 3

Date: 11/28/15 Inspection Crew

1 Location
2 Switch I.D. # 1078
3 Facing Trallmg

Rail Points

4 Point to Point 5//%/

5 Point Condition
s(YR
6 Point Throw othing less than 4 3/4 inches

N /4/ R Y/ 4
TEomtOpe/g/ . 7%

8 Fit
R
9 General Condition of the Points
Y R

age
10 Heel of Switch

a) Main___> Z ,

a) Turnout__ 5 /. //
11 Gage ahead of Bend__~ Z‘fﬂf//

Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in I hes
a) Turnout i
a) Main /

Stock Rail

13 Bend
Y R

15 Loose (% N/A
16 Missing §2 N/A

Rivets (Huck Bolts
17 Loose N/A
18 Missing N/A

19 Cotter Pins missing 0 N/A
20 Jam Nuts L. Eose C N/A

21 Washers Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Yard [iCCREMNGSEN WO# 2187546

A. Jefferson, J. Chase, R. Nelson

22 Standard Joints
(8 Y R NA

23 Switch Plates
Y R N/A
24 Adjustable Braces

Y R N/A

Non-Adj(uustl/Q‘BraceS
SYR

Switch Rods

26 Front Rod
S Y RENA_)
27 #1 Rod (Basket Rod)
78OY R NIA

28 #2 Rod
Y R N/A
3 Rod
S Y RMAS
0#4Rod
SYR.

328 rface of Switch
@Y R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
s o4,
witch Adjustments
Yes (No

35 Lubrication
36 Switch Target / Lamps~<
OK Missing (N/:

37 es
Broken___Missing____
38 ks

Broken___ Missing____
39 General Condition

Y R
A0jinsulatedGints”
SEaR>



Frog Inspection Report/ Annual

Yard RIS

Date: 11/28/156 Inspection Crew:

WO # 2187546

A. Jefferson, J. Chase, R. Nelson

41 Location
42 Switch |.D. #____

43 Facing Trai 'né '
44 Frog Tread N Y R
R R

45 Frog #
46 Frog Point Condition
R
47 Condition of Frog
Y R
48 Surface of Frog
Y R

/
49 Throat in Inches ﬁ? /8
=

50 Flangeway Depth
Flangeway Depth must not be less than 1 1/2"

Gage L
£1 Main Track c é /”f
! Turnout Track___, 5 /» 78
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N % R %
Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N Y R
Back to Back must be less than 53 1/8"
54 Condition
~—S5YR——
55 Location of Guard Rail (Relation to Point)
S X¥R—

Guard Rail Clamps
56 Main Track

57 Turnout Track
S ¥ R——

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
Class 2andgetsa Y

~.zmarks on page 3

Turnout Ties

58 Condition

(Y R

59 Rail Movement
Y R

Tie Plates

60 Lead

Y R
G@Urad Rail Flangeway
“S¥R—N A%N R
Guard Rail Flangeway can be less than 1-1/2"

62 Guard Rail Plates

S YR
63 Frog Plates
R
Bolts
64 Loose // N/A
65 Missing 2 NIA

Rivets (Huck)
66 Loose N—‘j
67 Missing NIR_D
68 Nuts Missing N
69 Cotter Pins M§S|ng CN/A D
70 Washerw roken Missing_____
71 Hold Down Devices

@ R N/A
72 Spring ising

S Y RW

73 Derails
S YR

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

50’ beyond last long tie
OK Difference

75 Condition of Line thru entire turnout
SIY R

Page 2 of 3



Page 3 of ?
_ Remarks -
Date : _ 11/28/15 Yard: SRR Switch # [167B1] WO # 2187546

'f ///fc"/;’/.f T 2
s, c/g}ggﬂea//.%//'/a_rf.

“@%@w)@// oS g 7%_5;7
preed 7o ée Ll

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Page 1 of 1

-

Bulletins: (1) Go Tt

Find Work Order Sy - + Select Action - L;{ & ¢ (IJQ & r.L a bl
List If Work Order : Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
Work Order: 2187558 METRO MOW ANNUAL SWITCH INSPECTION i+
Classification: MTA \METRO P2
Classification Description: MTA - METRO
Asset: 1243393 2» METRO MOW SWITCH 169 WABASH YD TRK 2 WEST l'il
Alias: WAB168
Location: CMWABYARL > Chain Marker Wabash Yard J
Work Location: zr i
# Work Type: PM Pt
Status: APPR
Status Date: 11/28/15 07:31:18 AM
Reported By: MTACRON
Phone:
Reported Date: 11/23/15 04:13:32 AM m
On Behalf Of:
Consist: 2 4
Asset Detalls =} ¢
Year:
Manufacturer: +
Model: 2
Serial #:
Type: FLEET '_, Fleet Assets
Status: OPERATING Operating
Asset Condition:
Address Information
Service Address: L+ City:
State/Province:

Formatted Address:

Y

http://mtassets/maximo/ui/ ?event:loadapp&value—-pIustwo&uiseﬁionid=2205&csrﬁoken==vppgnrr1 1tf...  11/28/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard [ITCEREMNCSEN WO# 2187558

A. Jefferson, J. Chase, R. Nelson

Date: 11/28/15 Inspection Crew
1 Location

2 Switch |.D. # D

3 Facing Tralhng

Rail Points

4 Pointto Point .5/ 7_;_’1__
5 Point Condition
O R

6 Point Throw, nothing less than 4 3/4 inches

N__ Y% RrR___ 478
7 Point O i
N g’% R Lff%z

8 Fit
R
9 General Condition of the Points
SYR

Gage
10 Heel of Switch

a) Main____2 % é%
a) Turnout / %/
11 Gage ahead of Bend__ 2&

Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in In hes
a) Turnout
a) Main

Stock Rail
13 Bend
BYRr

14 Condition
YR

Bolts
15 Loose, /7 N/A

16 Missing___ £/ | 7 NIA

Rivets (Huck Bolts)
17 Loose N/A

18 Missing 1) N/A

19 Cotter Pins missing & N/A

20 Jam Nuts Loogse Z N/A

21 Washers Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
2@ Y R N/A
Switch Plates
Y R N/A
Adjustable Braces
Y R N/A
25 Non-Adjustable Braces
SY
Switch Rods
26 Front Rg
SY RCSTA? ,
27 #1 Rod (Basket Rod)
éY R N/A
28 #2 Rod
éY R N/A
29 #3 Rod
S Y R(NA-
30 #4 Rod
SYR
31 Closure Rail
Y R N/A
32 Surface of Switch
SY R NA
Using a 62’ cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service

33 Eﬁ ad B!ock ties
34 wntc justments

Yes

ks}bscatlon
witch Target / Lamps _

OK Missing ( N/A)

tches
S/) Broken Missing

Broken Missing
39 General Condition

éulated Joints




Frog Inspection Report/ Annual Page 2 of 3

Yard | Track2West | WO # 2187558

Date: 11/28/15 Inspection Crew: A. Jefferson, J. Chase, R. Nelson
41 Location Turnout Ties
42 Switch 1.D. # ____ FE 58 Condition
43 Facing rajling @Y R
44 Frog Tread N %Y R 59 Rail Movement
R Y R Y R
45 Frog # (f e Plates
46 Frog Point Condition 60 Lead
BY VR
47 Condmon of Frog 61Gurad Rail Fla way /
&Y R =6-¥R— N
48 Surface of Frog Guard Rail Flangeway can be less than 1-1/2"
éY R 62 Guard Rail Plates
' ; =&-R—
49 Throat in Inches 2V 63 Frog Plates
50 Flangeway Depth i (¥ R
Flangeway Depth must not be less than 1 1/2"
Bolts J—
Gage ; 64 Loose
=4 Main Track 3¢ Yz 65 Missing /NIA ;
Turnout Track LB
Gage must not be less than 56" any Class Rivets (Huck)
66 Loose g N/A
Guard Rails 67 Missing N/A
53 Guard Rail Gage N M r 68 Nuts Missing O N
Guard Rail Gage nust b ss than 54 //8" 69 Cotter Ping Missing
54 BacktoBack N 70 Washersé&BBroken Missing_____
Back to Back must be Iess than 53 1/8"
54 Condition 71dold Down Devices
~NSNY-R—— &' Y R N/A
55 Location of Guard Rail (Relation to Point) 72 Spring Houging
SR SYR
Guard Rail Clamps 73 Derails .-
56 Main Track SY R{N/
SR
57 Turnout Track 74 Maximum difference in any 31' in Cross
SY¥R—- Level on the siding from the Frog Point to
5Q' beyond last long tie
Class 1 Gage 56" to 57 1/2" 0 Difference
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57" 75 Condition of Line thru entire turnout
More than 57" to 57 1/4" downgrade to YR

Class 2andgetsa Y

w.marks on page 3




Page 3 of 3

Date : _ 11/28/15 Yard: [NEEEE Switch # 14691 wo# 2187558

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Qut of Service Reviewed by:




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order s

[
List | Work Order Plans

Work Order:
Classification:
Classification Description:
Asset:

Alias:
Location:
Work Location:
% Work Type:
Status:

Status Date:
Reported By:
Phone:

Reported Date:

On Behalf Of:
Consist;
<8set Details
Year:
Manufacturer:
Model:
Serial #:
Type: FLEET

Status: OPERATING

Asset Condition:

Address [nformation

Service Address:

Formatted Address:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=2205&csrftoken=vppgnrrl 1ttf...

&

» Select Action - ;&, 4 ¢ $ X,
Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log
2187550 METRO MOW ANNUAL SWITCH INSPECTION o4
MTA\METRO 2
MTA - METRO

1243426 2 METRO MOW SWITCH 151 WABASH YD Trk 11 EAST 1.+
WAB151
CMWABYARLC x> Chain Marker Wabash Yard s::l
b7 i
PM o
APPR
11/28/15 07:30:05 AM
MTACRON
11/2315 041322 AM [T,
w 4

‘_. Fleet Assets

Operating

3 City:

State/Province:

Bomenis (1)

&1

Page 1 of 1

Go Ti

Failure Reporting

11/28/2015



Switch Inspection Report/ Annual Page 1 of 3

vard [EECKEANESEN wo# 2187550

A. Jefferson, J. Chase, R. Nelson

Date: 11/28/15 Inspection Crew

Locaton | NEGESHNERN
B b

2 Switch I.D. # A i
3 Facing Tra|I|ng

Rail Points

4 Point to Point | 9// 75

5 Point Condition
7SJY R
6 Point Throw nothing less than 4.3/4 inches

N__ VA R 7R
7 Point O
N *;/i%/ R__ 4%

8 Fit
R
9General Condition of the Points
Y R
Gage

10 Heel of Swntcg /

a) Main
a) Turnout fé%

11 Gage ahead of Bend__. 2 *7?4/

Must not be less than 56 inches or
more than 57 inches for "S”
12 Heel Spread in In/ches

a) Turnout

a) Main
Stock Rail
13 Bend

YR

14 Condition

S R
Bolts
15 Loose N/A
16 Missing___ L/ | D N/A
Rivets (Huck Bolts)
17 Loose N/A
18 Missing Q N/A
19 Cotter Pins missing O NA

C <~ NA

20 Jam Nuts L
21 Washers @ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
"S’Y R N/A

23 Switch Plates
Y R N/A

24 Adjustable Braces
Y R N/A

25 Non-Adju Braces
SYR

Switch Rods
26 Front Rod _,
SY
27 #1 Rod (Basket Rod)
(SY R NA
28 #2 Rod
&Y R NA
29 #3 Rod
s Y RN

30 #4 Rod

SYR

rface of Switch
@Y R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH

R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service

33 Head Block ties
éj Y R
34 Switch Adjustments

Yes
35 Lubrication

Dry
36 Switch Target / Lamps-—

OK Missing (N/A)
37 Latches
Q?/hgroken__Missing__
3 ks

@ Broken___Missing____
39 ﬂeneral Condition

Y R
40 Tnsulated Joints
5\( R



~~— Frog inspection Report/ Annual

Yard [ERFACKIANNESEN WO # 2187550

Page 2 of 3

Date: 11/28/15 Inspection Crew:

A. Jefferson, J. Chase, R. Nelson

41 Location |
42 Switch I.D.#___ [ 161

43 Facing Traili
44 Frog Tread N Y

R
R Y R
45 Frog #
46 Frog Point Condition
S/Y/R
47 Condition of Frog
(e
4 rface of Frog
éSY R
49 Throatin Inches____ 2% %(
50 Flangeway Depth
Flangeway Depth must not be less than 1 1/2"
Gage ]
Main Track 56 / A
<< Turnout Track 5 /78
Gage must not be less than 56" any Class
Guard Rails
53 Guard Rail Gage N R
Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N R
Back to Back must be less than 53 1/8"
54 Condition
SR

55 Location of Guard Rail (Relation to Point)
~S R

Guard Rail Clamps

56 Main Track

WR'\
57 Turnout Track

S-Y R

Class 1 Gage 56" to §7 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
Class 2andgetsa Y

Remarks on page 3

Turnout Ties
58 Condition
Y R

59 Rail Movement

YR
Tie Plates
60 Lead

R

61Gurad Rail Flangeway

S¥R N_"& R “g
Guard Rail Flangeway can be less than 1-1/2"

62 Guard Rail es

63 Frog Plates
G

Bolts

64 Loose

65 Missing ( /
Rivets (Huck)

66 Loose £ NA
67 Missing £/ _NA
68 Nuts Missing Z7 NIA

69 Cotter Pins Missing —_(NIAD
70 Washers (O roken Missing

71 Hold Down Devices
Y R N/A
72 Spring Houei
SYR
73 Derails
SYR

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

0" heyond last long tie
(o) Difference
75 éondition of Line thru entire turnout
Y R



Page 3 ¢* "
Remarks

Date : _ 11/28/15 Yard: |[REHE

21875560

/ / //F/ / é)’ﬂd/ et & 7’ ’f/ /’ﬂv/ s‘//a//,o 7 /2/”/,6’74;7/

S/ e piran

g/ /g///’d/t”'o/ (’/&fz//ﬁ S0/ éi =/ 05)_/{%@ VR t=D s
ié_,@a,zﬂx)/ 728 e wocar on Totnoe? <o Lo

o7 Des
/

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewe




Work Order Tracking (Tr) @ Page 1 of 1

“*fork Order Tracking (Tr) BmeEths: (1) 2 Go Tt

Find Work Order - « Select Action v (,; P4 @ ¢ ‘;C: I [L Ml

List Work Order Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting

Work Order: 2187532 METRO MOW ANNUAL SWITCH INSPECTION Lt
Classification: MTA\METRO 2
Classification Description: MTA - METRO
Asset: 1243434 2# METRO MOW SWITCH 167A WABASH YD TRK 1 WEST | 4

Alias: WAB187A

Location: CMWABYARL »» Chain Marker Wabash Yard i
Work Location: z ok
% Work Type: PM L

Status: APPR

Status Date: 11/28/15 07:27:44 AM

Reported By: MTACRON B
Phone:

Reported Date: 11/23/15 04:13:11 AM  [57,

On Behalf Of: ZF
Consist; & +
Asset Detalls ea C
Year:
Manufacturer, P 4
Model: '
Serial #:
Type: FLEET .1 Fleet Assets
Status: OPERATING Operating

Asset Condition:

Address Information

Service Address: 4 City:

Formatted Address: State/Province:

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=2205&csrftoken=vppgnrr1 1ttf... 11/28/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard |[iGCRAMNGSEN WO# 2187532

Date: 11/28/15 Inspection Crew A. Jefferson, J. Chase, R. Nelson
1 Location—— 22 Standard Joints
2 Switch 1.D. # _ 167A @Y R N/A
3 Facing Trallmg 2 itch Plates
Y R N/A
Rail Points 24 Adjustable Braces
4 Pomt to Pomt Y R N/A
‘Condition Non-Adjustable Braces
5 Spa) /1&2 SYR
6 Point Throw, nothing less than 4 3/4 inches Switch Rods

N 4/-’)5 R vz,

7 Point Openmg
N z R v
8 Fit

-<

g g) R

ée eral Condition of the Points
age

10 Heel of Switch

a) Main 2

a) Turnout___ .5 7’//7/

11 Gage ahead of Bend ‘35
Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in lr)cljes
a) Turnout &
a) Main 2 74

Stock Rail

13 Bend

Y R

14 Co dition‘ O
S R X2

]

Bolts P
15 Loose a) N/A
16 Missing N/A

Rivets (Huck Bolts

17 Loose N/A

18 Missing Ei N/A

19 Cotter Pins missing E% N/A

20 Jam Nuts se N/A

21 Washers @ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

26 Front Rod
S Y R@
27 #1 Rod (Basket Rod)
R N/A
28 Rod
Y R N/A
29 #3 Rod
SYR
30 #4 Rod T

32 rface of Switch
Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
YR
34 Switch Adjustments
Yes
35 Lubncatlon
- ) Dry
36 witch Target / Lamps___
OK Missing 4 N/A )
37 Latches
@K' Broken___ Missing____
38 Locks
Broken___Missing___
39 General Condition
S/Y R
40 Msulated Joints
S’Y R



Date: 11/28/15 Inspection Crew:

Frog Inspection Report/ Annual

Yard RSN

Page 2 of 3

WO # 2187532

A. Jefferson, J. Chase, R. Nelson

41 Location
42 Switch 1.D. # ___ [ 4167A
43 Facing Tralll g
44 Frog Tread N
S@R
45 Frog #
46 Frog Point Condition
SV R
47 Condition of Frog
s(¥R
48 Qurface of Frog
YR

/
49 Throat in Inches o / 5/
-4

50 Flangeway Depth
Flangeway Depth must not be less than 1 1/2"

Gage /
=4 Main Track ﬂ 47
Turnout Track . 5 7 2/

Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N /% R ’%9
Guard Rail Gage nust b ess than 54 3/8"

54 Back to Back Np R M
Back to Back must be less than 53 1/8"
54 Condition
SR

55 Location of Guard Rail (Relation to Point)
SR _

Guard Rail Clamps
56 Main Track

SR
57 Turnout Track
SYR ..

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4” downgrade to

Class 2andgetsaY

.~marks on page 3

Turnout Ties

58 Condition

(sX R

59 Rail Movement
R

Tie Plates

60 Lead

(oY R
61Gurad Rail Flang ay

~S¥R—N__ Y R %
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

SO RT
63 Frog Plates
R

Bolts
64 Loose / N/A
65 Missing (= N/A

Rivets (Huck)
Cri>

66 Loose

67 Missing CNIAD
68 Nuts Missing N/
69 Cotter Pirming ‘

70 Washers roken Missing
71 Hold Down Devices
7@ R N/A

Spring ngs(i g

SYR

73 Derails
s Y R

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

50’ beyond last long tie
Difference____
75 Condition of Line thru entire turnout
Y R



Page 3 0f3
Remarks

Date : _ 11/28/15 Yard: NS Switch # IB7Al wo# 2187532

L L Morn o Coppreof cove 7ed e 7 S5 27 T /fegy ot
(A LEST Sorirdd ST 7/%,9&4//57&}/{7%///%7; T fé{y/e;%—" et

2 Cotved cvbore o7 Sac 7o Serz 9/l n/esl:

Lpdd 7 %/Zdv/? A

A A _/;”c"/ e S "/242: Lac uzeter

222 s207 e 2D

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service RW
‘ / Qé,/




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order 2 + Select Action - l; i wf @ @ 2.“;
List ; Work Order ! Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan
Work Order: 2192031 METRO MOW ANNUAL SWITCH INSPECTION L:L
Classification: MTA\METRO Py
Classification Description: MTA - METRO
Asset; 1302450 2 METRO MOW SWITCH 161 WABASH YD TRK 13 WEST [}
Alias: WAB161
Location: CMWABYARLC 2» Chain Marker Wabash Yard 1,1
Work Location: 2 P
% Work Type: PM e
Status: APPR
Status Date: 11/28/15 12:35:07 PM
Reported By: MTACRON
Phone:
Reported Date: 11/28/15 04:17:53 AM [,
On Behalf Of: 27
Consist: & ¢
sset Details
Year:
Manufacturer: it
Model:
Serial #:
Type: FLEET '~ Fleet Assets
Status: OPERATING Operating
Asset Condition: f
v
Address Information
Service Address: 4 City:
Formatted Address: State/Province:
)
/./M

Page 1 of 1

A

rmehs: (1) GoTi
& L g
Log Failure Reporting

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=22 14 & csrftoken=q9pjorhnq0s0... 11/28/2015



Switch Inspection Report/ Annual Page 1 of 3

vard [CEREEINESE wo# 2192931

Date: 12/05/15 Inspection Crew M. Alchin, J. Chase, R. Nelson
1 Location 22 Standard Joints
2 Switch I.D. # L 2 é Y R N/A
3 Facing Trailing 23 Switch Plates
é Y R N/A
Rail Points 24 Adjustable Braces
4 Point to Point ﬁ% Y R N/A

5 Point Condition
©Y R

6 Point Throw /nothlng less than / 3/4 inches
N

7 Pomt Opem g

WE R

8
YR

eneral Condition of the Points
Y R
a

Gage
10 Heel of Switch

a) Main 2 _Z,
a) Turnout / /9

11 Gage ahead of Bend___, 7 Z?
Must not be less than 56 inches or

more than 57 inches for "S"
12 Heel Spread in l)ches

a) Turnout /
a) Main

Stock Rail

end
R

1 ondition
Y R

Bolts
15 Loose 0 N/A
16 Missing N/A

Rivets (Huck Bolts)
17 Loose N/A

18 Missing N/A
19 Cotter Pins missing N/A

20Jam Nuts Loose_ L/ | @ N/A
21 Washers (O Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

25 Non-AdjustableyBraces
SY R@/

Switch Rods

26 Front Ro
S Y R(NI.
27 #1.Rod (Basket Rod)
R N/A
28 #2 Rod
Y R N/A
29#3Rod -,
S Y R(N/A
30 #4 Rod
SYR
31 Clogyre Rail
S(Y/R N/A

32 Surface of Switch
Y R N/A

Using a 62 cord

S= Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

SX R
34 Switch Adjustments

Yes

35 Lubrisation
36 Switch Target / Lamps-5™
‘OK Missing § N/A )
37 Latches
" OK~ Broken____Missing____

3
QOK} Broken____Missing____
39 General Condition
'S Y R
40 Insulated Joints
&Y R



Frog Inspection Report/ Annual

Date: 12/05/15 Inspection Crew:

Yard RS

WO #

2192931

M. Alchin, J. Chase, R. Nelson

Page 2 of 3

41 Location
42 Switch I.D. #__(-;

3o
AT NN ]

43 Facing Trajling
44 Frog Tread N %z R

R R
45 Frog #
46 Frog Point Condition

4g_%ndmon of Frog
rface of Frog
Y R

/,
49 Throat in Inches X / 5/
50 Flangeway Depth =
Flangeway Depth must not be less than 1 1/2"

Gage
™4 Main Track g{é //
. Turnout Track & ¢ (p:'/ 4/

Gage must not be less than 56" any Class

Guard Rails

53 Guard Rail Gage N ‘_5///5// R {f//
Guard Rail Gage nust be less than 54 18"

54 Back to Back /ﬂf R
Back to Back must be less than 53 1/8"

54 Condition

55 Location of Guard Rail (Relation to Point)
—~S ¥R ____

Guard Rail Clamps

56 Main Track
SYR—

57 Turnout Track
S Y¥R——

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class2andgetsaY

«=emarks on page 3

Turnout Ties

58 Candition

(A R

59 Rail Movement
Y R

Tie Pl

ates

60 Lead

6TGurad Rail Flangeway

—5 Y RN A R

o)

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

YR

63 Frog Plates
YR

Bolts
64 Loose 0 N/A
65 Missing /N
Rivets (Huck
66 Loose @
67 Missing N/A e
68 Nuts Missing O NIA

69 Cotter Pms Missing <N/A )
70 Washers\_j roken

Missing

71 Hold Down Devices

S

R

Spring
SYR
73 Derails
S Y R\N/A

N/A
ousing
/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
/50’ beyond last long tie

(oK

Difference

7£‘Z§ondmon of Line thru entire turnout

¥R



Page 3 of 2
Remarks

~ Date : _12/05/15 Yard: [iEKESE Switch # ¢ 2192931

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Revigived

o

/



Work Order Tracking (Tr)

**!ark Order Tracking (Tr)

Page 1 of 1

Find Work Order e « Select Action [; > @ ¢ f"“ & 1 a Ul
List Work Order Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
Work Order: 2192851 METRO MOW ANNUAL SWITCH INSPECTION l_!i
Classification: MTA \METRO
Classification Description: MTA - METRO
Asset: 1302448 % METRO MOW SWITCH 137 WABASH YD TRK 13 WEST (.4
Alias: WAB137
Location: CMWABYARLC .-+ Chain Marker Wabash Yard (4
Work Location: i
- Work Type: PM b2y
Status: APPR
Status Date: 11/28/15 12:36:11 PM
Reported By: MTACRON
Phone:
Reported Date: 11/28/15 04:18:12 AM [,
On Behalf Of:
Consist: ‘
Asset Details L ¢
Year:
Manufacturer: 4
Model:
Serial #:
Type: FLEET 1.2, Fleet Assets
Status: OPERATING Operating
Asset Condition:
Address Information
Service Address: i3 City:

Formatted Address:

State/Province:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=2214&csrftoken=q9pjorhnq0s0... 11/28/2015



Switch Inspection Report/ Annual Page 1 of 3

vard [CERMOMIGSEN WO# 2192951

Date: 12/05/15 Inspection Crew M. Alchin, J. Chase, R. Nelson
1 Location 22 Standard Joints
2 Switch I.D. # 137 ﬁv R N/A
3 Facing Trailing 23 Switch Plates
R N/A
Rail Points 24 Adjustable Braces
4 Point to Point .5/ 4 43} R N/A
5 Point Condition ' 25-Non-Adjustable Braces
é Y R S Y RN/
oint Throw nothing less than 4 3/4 inches Switch Rods
N___4 R___ 78 26 Front Rod———
7 Point Ope ng S Y R NA
N___ 278 R__.525 27 #1 Rod (Basket Rod)
8 Fit ' Y R N/A
ﬁv R - 28#2 Rod
General Condition of the Points (S)Y R NA
S/Y R 29 #3 Rod
age SY
10 Heel of Swutch 30#4 Rod <
a) Maln S Y RN/
a) Turnout___ /é 31 Clgsure Rail
11 Gage ahead of Bend /5(4, /2’59 R N/A
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" 79Y R NA
12 Heel Spread 2 Inches sing a 62' cord
a) Turnout S= Up to 1" Max allowed Speed
a) Main__ Y=1"to 1 1/2" 40 MPH
- R=1 1/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
3.Bend 33 Head Block ties
é Y R éjv R
Condition 34 Switch Adjustments
0 S)Y R Yes (N
35 Lubrjcation
Bolts é) Dry
15 Loose____(J)_NIA 36"Switch Target / Lamps-—
16 Missing___ (D N/A OK Missing ___QW
37 Latches
Rivets (Huck Bolts) ()S)I Broken___Missing
17 Loose () N/A 38
18 Missing O NA Z}Cj Broken___ Missing
19 Cotter Pins missing N/A 39 General Condition
20 Jam Nuts Loose N/A é’ Y R
401ns

21 Washers@ Broken Missing

ulated Joints
é YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08




Frog Inspection Report/ Annual

Yard  [IiECKASWESE] wo # 2192951

Date: 12/05/15 Inspection Crew:

M. Alchin, J. Chase, R. Nelson

41 Location
42 Switch 1.D. #____

43 Facing Trailing
44 Frog Tread N é}Y R

R
45 Frog # U
@rog Point Condition

47 Condition of Frog
Y R

48 Surface of Frog
S/YR

’
49 Throatin Inches__ .~ é/

50 Flangeway Depth
Flangeway Depth must not be less than 1 1/2"

Gage /
Main Track
oz Turnout Track £l ééf

Gage must not be less than 56" any Class

Guard Rails

53 Guard Rail Gage N ﬂ%/ R f 7//(

Guard Rail Gage nust b/ess than 54/ =
54 Back to Back /51 /§
Back to Back must be less than 53 1/8"
54 Condition
Sy R
55 Location of Guard Rail (Relation to Point)
SR
Guard Rail Clamps
56 Main Track
SY R
57 Turnout Track
SSYR—

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4” downgrade to

Class 2andgetsaY

Remarks on page 3

Turnout Ties
58 Condition

.5&/;| Movement
ie Plates

60 Lead
S)Y R
6TGurad Rail Flangeway
—8 Y R-N_4Y R "//é
Guard Rail Flalnéeway can be less than 1-1/2"
62 Guard Rail Plates

63 Frog Plates

(YR

Bolts

64 Loose @
65 Missing ( N/Z )
Rivets (Huck)

66 Loose (7 NIA
67 Missing C/  NIA
68 Nuts Missing & I\LA

69 Cotter Pms Missing d N/ﬁ
70 Washersw roken Missing

71 Hold Down Devices
R N/A
72 Spring Hguging
S Y R(

73 Derails
SY W

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50"-heyond last long tie

“OK / Difference,

75 Ogondition of Line thru entire turnout
Y R

Page 2 of 3



Page3r”3
Remarks

Date : _ 12/05/15 Yard: [EREEN Switch # [T437 1 wo# 2192951

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Revigived




Work Order Tracking (Tr)

*York Order Tracking (Tr)

Page 1 of 1

Bumeths: (2) s Go T

@

Find Work Order £ + Select Action . 8 S @@ L o5 L
List 7 V;}ork O%der ; Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
Work Order: 2184269 METRO MOW ANNUAL SWITCH INSPECTION L:L
Classification: MTA\METRO b2
Classification Description: MTA - METRO
Asset: 1243458 METRO MOW SWITCH 105 WABASH YD TRK 9 EAST 3
Alias: WAB105
Location: CMWABYARL »» Chain Marker Wabash Yard 4
Work Location: 2 ¢
= Work Type: PM Teh
Status: APPR
Status Date: 12/05/15 05:31:28 AM
Reported By: MTACRON
Phone:
Reported Date: 11/30/15 04:12:12 AM  [§7,
On Behalf Of: &
Consist: 2 4
Asset Details C
Year:
Manufacturer: 4
Model: ¢
Serial #:
Type: FLEET '_% Fleet Assets
Status: OPERATING Operating
Asset Condition:
Address Information
Service Address: ) City:
Formatted Address: State/Province:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=2935&csrftoken=k6g95idu23nb...

X" )

12/5/2015



Switch Inspection Report / Annual Page 1 of 3

vard |[IGCROINESEE wo# 2194269

M. Alchin, J. Chase, R. Nelson

Date: 12/05/15 inspection Crew
1 Location
2 Switch 1.D. # ]
3 Facing Trailing
Rail Points
4Pointto Point .5/ /2
5 Point Condition
Y R

oint Throw, nothing less th yi 3/4 inches
N S  RrR_¥ $¢9
7 Point Openin P
N SY% R vl Y

8 Fit
YR

%neral Condition of the Points

Y R

Gage
10 Heel of Sy itc,:
a) Main
a) Turnout___{» /? -
11 Gage ahead of Bend_. 4 &/
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches
a) Turnout 7, f

a) Main___ s/ ’/_/.

Stock Rail
13 Bend
Y R

14 Condition
/S R
Bolts

15 Loose N/A
16 Missing N/A
Rivets (Huck Bolts

17 Loose N/A

18 Missing___ (2 N/A

19 Cotter Pins missing__ (2 N/A

20 Jam Nuts Loogse N/A

21 Washers OK Broken Missing
Remarks on Page 3

JBW/WEM Mod. 09-15-08

22 Standard Joints
Y R N/A

23 Switch Plates
Y R N/A

24 Adjustable Braces
Y R N/A

25 Non-Adjustable Braces
SY N/

Switch Rods
26 Front Rod

S Y F@
27 #1 Rod {Basket Rod)

R N/A
28 #2 Rod
Y R N/A
29 #3 Rod |~
S Y R N/
30#4 Rod 7
SYR
31/(}!\05ure Rail
(8/Y R N/A
32 Surface of Switch
78)Y R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 d Block ties
{ R

34 Switch Adjustments
Yes

35 Lubrication
0/ Dry

36 Switch Target / Lamps=
OK Missing ( N/A

37 Latches
OK/ Broken___ Missing

38 s

OK/ Broken___Missing____
39-8eneral Condition

SYR

40 |psulated Joints




Frog Inspection Report/ Annual

Yard RN

Date: 12/05/15 Inspection Crew:

WO # 2194269

M. Alchin, J. Chase, R. Nelson

41 Location \
42 Switch 1.D. #___ | 108

43 Facing Tr 'ngw
44 Frog Tread N Y R

R R
45 Frog # ('g

46 Frog Point Condition

@v R
ondition of Frog

47 [

év R

48 Surface of Frog
B

/
49 Throat in Inches & é;
50 Flangeway Depth =
Flangeway Depth must not be less than 1 1/2"

Gage ,
=4 Main Track o
- Turnout Track

Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N_ 5~ 5’% R_ITHY
Guard Rail Gage nust l7less than 54 3/8"
54 BacktoBack N__ ‘7% R
Back to Back must be less than 53 1/8"
54 Condition

55 Location of Guard Rail (Relation to Point)
Guard Rail Clamps
56 Main Track
“S-YeR—
57 Turnout Track

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

isemarks on page 3

Turnout Ties
58 Condition
S)Y R
ail Movement
Y R
Tie Plates
60,Lead
YR
61Gurad Rail Flangeway
SYR—N_"h R
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

]

7

SR
63 Frog Plates
Bolts L
64 Loose [ N/A p,
65 Missing ‘Qﬁb
Rivets (Huck)
66 Loose @ N/A
67 Missing £/ NA
68 Nuts Missing o N/A.
69 Cotter Ping-Missing N/

70 Washers OK-Broken Missing

71-Hocld Down Devices
Y R N/A
72 Spring Heusjng
SY N/,

73 Derails,—

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to

' beyond last long tie
K Difference_
75 éondition of Line thru entire turnout
Y R

Page 2 of 3



Page 3 o2
Remarks

Date : _ 12/05/15 vard: [EKEIE Switch # [TH0501 wo# 2194269

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Review




Work Location:
# Work Type:
Status:

Status Date:
Reported By:
Phone!

Reported Date:

On Behalf Of:
Consist:
..aset Detalls
Year:
Manufacturer:
Model:
Serial #:
Type: FLEET

Status: OPERATING

Asset Condition;

Address Information

Service Address:

Formatted Address:;

Qirmnt Addeanea:

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=5670&csrftoken=ughnjmooa9t...

»
PM ey
APPR

10/30/15 06:01:03 AM

MTACRON

10/26/15 04:13:58 AM

1.5 Fleet Assets

Operating

¢

Related Records

g <
Work Order Tracking (Tr)
Work Order Tracking {Tr)
Find Work Order ‘5 L4 - Select Action -
List E Work Order f Plans Actuals Activities Measurements Axle Configuration
£ i
Work Order: 2144232 ‘METRO MOW ANNUAL SWITCGH INSPECTION
Classlfication: MTA\METRO e
Classification Description: MTA - METRO
Asset: 1243408 2# METRO MOW SWITCH 121 WABASH YD TRK 9 EAST
Alias: WAB121
Location: CMWABYARD J» Chain Marker Wabash Yard

s

& @@ e
Safety Plan
i
i1
i
i
City:
State/Province:

& L

Log

Page 1 of 1

Bulleting: (2} 2 Go T

Failure Reporting

10/30/2015



Switch Inspection Report/ Annual Page 1 of 3

vard [iiGCREOMICSNN WO# 2144232

M. Alchin, J. Chase, R. Nelson

Date: 10/30/15 Inspection Crew

1 Location
2 Switch 1.D. # 5
3 Facing Trailing

Rail Points

4 Point to Point (f//f

Pgint Condition
ﬁ\( R
oint Throw, nothing less tha 3/4 inches

N R__ A Z
7 Point Opening P
N RS He
8 Fit
YR

9 General Condition of the Points
B)Y R

Gage

10 Heel of Switch

a) Main é /

a) Turnout

11 Gage ahead of Bend éé

Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in Inches
a) Turnout___ (75

a) Main

Stock Rail
13 Bend
Y R
14 Condition
Y R

o)

olts
15 Loose, 2 N/A

16 Missing___{ ) _N/A

Rivets (Huck Bo!ts[

17 Loose N/A

18 Missing O _NA

19 Cotter Pins missing Y N/A

20 Jam Nuts Laose T NIA

21 Washers Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
Y R N/A
23 Switch Plates
&V Y R N/A
24 Adjustable Braces
Y R N/A
25 Non-Adjustable Braces
S Y ROVA
Switch Rods
26 Front Rod
SYR
27 #] Rod (Basket Rod)
éY R N/A
2 Rod
R N/A
29 #3 Rod
S YR
30 #4 Rod

SY R
31 Closure Ralil

S/ R NA

32 Surface of Switch
@ R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties

Y R
34-Switch Adjustments
Yes
35 Lubrication
OK/ Dry
3 itch Target / Lamps

OK Missing _@

Missing

____Missing____
39 (é?neral Condition

ulated Joints \
Yot



Frog Inspection Report/ Annual

Page 2 of 3

WO # 2144232

M. Alchin, J. Chase, R. Nelson

Yard | NSCRONNESEN
Date: 10/30/15 Inspection Crew:
41 Location
42 Switch I.D. #___ | %
43 Facing Trai lng
44 Frog Tread N Y R

R @GYR
45 Frog # (o
48 Frog Point Condition
i
4 ndition of Frog
Y R

48 Surface of Frog
Y R

/
49 Throat in Inches & /5/
50 Flangeway Depth e
Flangeway Depth must not be less than 1 1/2"

Gage 7 7
4 Main Track 5 é/?
2 Turnout Track Sl

Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N '%?’ R ’%’
Guard Rail Gage nust be less than 54 8"
54 Back to Back j
Back to Back must be less than 53 118"
54 Condition
SR
55 Location of Guard Rail (Relation to Point)
<R

Guard Rail Clamps
56 Main Track

—S5 YR
57 Turnout Track

S YR —

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to §7 1/4" downgrade to
Class2andgets ayY

xemarks on page 3

Turnout Ties
58 Condition
Y R

59 Rail Movement
é\/ R

Tie Plates

60 Lead

R

61Gurad Rail Flan /\?way W
R_A

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

- R
63 Frog Plates

é)Y R

Bolts ot
64 Loose N/
65 Missing N/
Rivets (Huck) g’

66 Loose 7 NiA
67 Missing O NIA
68 Nuts Missing O NIA

69 Cotter Pins Missing CNA D
70 Washerroken Missing____
71 Hold Down Devices
R N/A
pring Housing
SY /
73 Derails

SYRNA D

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to

50" beyond last long tie
K/ Difference

7§ondiﬁon of Line thru entire turnout
Y R



Page 3 of 3
Remarks

Date : _ 10/30/15 Yard: [NSEEEH Switch # 2110 wo# 2144232

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:

4 o




- e o e v

Work Order Tracking (Tr) Page 1 of 1
ork Order Tracking (Tr) Bulieting: (2) 2 B0 T
Find Work Order ‘:L - - Select Action - Lég} j,léf ”‘%ﬁ gjﬁ% éf::‘ 515 ’m% % s

List i Work Order i Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting

Work Order: 2144236 ‘METRO MOW ANNUAL SWITCH INSPECTION L
Classification: MTAAMETRO >

Classification Description: MTA - METRO

Asset: 1243425 % METRO MOW SWITCH 145 WABASH YD TRK7 WEST 1}
Alias: WAB145
Location: GMWABYARD %> Chain Marker Wabash Yard il
Work Location: Py 0 4
#« Work Type: PM Ll

Status: APPR

Status Date: 10/30/15 06:03:17 AM

Reported By: MTACRON s
Phone:

Reported Date: 10/26/15 04:14:00 AM @;

On Behalf Of: pg

i

Consist: 2 i

3

Year:
Manufacturer; b L
Model: L
Serial #:
Type: FLEET ‘.2, Fleet Assets
Status; OPERATING Operating

Asset Condition:

Address Information

§
et

Service Address: s i City:

Formatted Address: State/Province: L

Qéirmnt Addranos Ay

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=5670&csrftoken=ughnjmooadt... 10/30/2015



Switch Inspection Report/ Annual Page 1 of 3

vard |iCCRENMNESEN WO# 2144236

Date: 10/30/15 Inspection Crew M. Alchin, J. Chase, R. Nelson
1 Location 22 Standard Joints
2 Switch I.D. # B Y R N/A
3 Facing Trailing 23 Switch Plates
é Y R N/A
Rail Points 24 Adjustable Braces
4 Pointto Point S/ /¥ Y R NA
5 Pajnt Condition Non-Adjustable Braces
R S Y RTN/A
6 Point Throw. nothlng less than 4 3/4 inches Switch Rods
N ’V’y 26 Front Rcﬁp
7 Point Opening SYR
N R 27 #1 Rod (Basket Rod)
8 Fit &Y R N/A
R 28 #2 Rod
9 General Condition of the Points 9 Y R NA
@e Y R 29 #3 Rod
Gage sY
10 Heel of Switch 30 #4 Rod
a) Main__ 50 /4 SY
a) Turnout Zz 31 Closure Rail
11 Gage ahead of Bend__.5 % /> Y R N/A
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" R N/A

12 Heel Spread in ir} hes
a) Turnout Cof&

a) Main

Stock Rail

13 Bend

IS Y R

1 ‘ ondition
YR

Bolts ,_
15 Loose 0 N/A
16 Missing N/A

Rivets (Huck %ts[
17 Loose N/A
18 Missing ( 2 N/A

19 Cotter Pins missing ! g N/A
20 Jam Nuts Loose N/A

21 Washers @( Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Using a 62' cord

S$=Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

Y R

34 Switch Adjustments

Yes

35 Lubrication
Dry
36 Switch Target / Lamps

OK Missing

37 Latches
@ Broken Missing

38

Broken Missing
39 neral Condition

40 I@ulated Joints




Frog Inspection Report/ Annual

Yard  ERNESENN

Date: 10/30/15 Inspection Crew:

WO # 2144236

M. Alchin, J. Chase, R. Nelson

41 Location

42 Switch I.D. #___ | 445
43 Facing Trailing
44 Frog Tread N Y R

R R
45 Frog # fz

46.Erog Point Condition
YR
47 Condition of Frog
S/Y R

48 Surface of Frog
Y R

49 Throat in Inches s /’/
50 Flangeway Depth "
Flangeway Depth must not be less than 1 1/2"

Gage s

“1 Main Track S /p/g

.2 Turnout Track S leTE

Gage must not be less than 56" any Class

Guard Rails ,
53 Guard Rail Gage N__"S% _R__*//
Guard Rail Gage nust be less than 54 3/8%
54 BacktoBack N MR
Back to Back must be less than 53 1/8"
54 Condition
¥R
55 Location of Guard Rail (Relation to Point)
SR —
Guard Rail Clamps
56 Main Track
SR —
57 Turnout Track

SYR—

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
Class2andgetsayY

~Remarks on page 3

Turnout Ties

58 Condition
éY R
59 Rail Movement
ok

e Plates

60 Lead
urad Rail Flangeway
S—¥-R— N % R
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates
0o ca - S

63 Frog Plates

R
Bolts N
64 Loose @
65 Missing NIAD
Rivets (Huck)
66 Loose =7 N/A
67 Missing O NA
68 Nuts Missing CD NA
69 Cotter Pins Missing /A
70 WashersZOK-Broken Missing_____

71 Hold Down Devices
Y R N/A
2 Spring
SR
73 Derails

SYRd@

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

50' beyond last long tie
(@) Difference

75 gndition of Line thru entire turnout
Y R

Page 2 of 3



Remarks -
Date : _ 10/30/15 Yard: [EESSH Switch # 1445

WO #

Page 3 e* 13

2144236

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:

G W

A4



=5 ha el

Work Order Tracking (Tr) Page 1 of 1
ork Order Tracking (Tr) Bulletins: (2) wGo T
Find Work Order ‘i{\ - ~ Select Action v Egj % %éf @; Ll
List i Work Order Plans Actuals Activities Measurements Axle Configuration Safety Plan Log Failure Reporting

Work Order: 2158440~ {METRO MOW ANNUAL SWITCH INSPECTION
Classification: MTA\METRO P4

Classification Description: MTA - METRO

FE

Asget: 1243418 ¥ METRO MOW SWITCH 131B WABASH YD TRK 2 CENTEF (:l

Alias: WAB131B

ot

Location;: CMWABYARD % Chain Marker Wabash Yard 0.
Work Location: b4 o
% Work Type: PM -3

Status: APPR
Status Date: 11/07/15 02:17:38 PM
Reported By: MTACRON e
Phone:
Reported Date: 11/02/15 04:16:58 AM E?,
On Behalf Of: A
Consist: X 1

Asset Detalls

Year:
Manufacturer: g gx
Model: [y
Serial #:
Type: FLEET ‘., Fleet Assets
Status: OPERATING Opsrating

Asset Condition:
Address Information

Service Address; >4 Ok City;
Formatted Address: State/Province: e

Cérnnt Addraon: Vi

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=645&csrftoken=7i75h30ed653g... 11/7/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard [GCREGCENGE WO# 2158440

Date: /- /% -/=" Inspection Crew %ﬁ/ﬁ : C%&Zf ot

1 Location
2 Switch I.D. # B

3 Facing 'l"’r;iiving ] X

Rail Points 3
4 Pointto Point  S© ~7Y
5 Point Condition
YR
6 Point Throw, nothing less than 4 3/4 inches
N R_ Y 3N
7 Point Openin
N e g3y
8 Fit
BYR
9 General Condition of the Points
&Y R
Gage
10 Heel of Switch
a) Main__Sb %4
a) Turnout_56 "¢
11 Gage ahead of Bend_S$6'/2
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches
a) Turmout L 3/'&
a) Main__(» "'~

Stock Rail
13 Bend
S)Y R

14 Condlition

{($YR

Bolts
15 Loose___ @ N/A
16 Missing O NA

Rivets (Huck Bolts)

17 Loose % N/A

18 Missing N/A

19 Cotter Pins missing v N/A

20 Jam Nuts Loose C N/A

21 Washers @8  Broken__®©>_Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
(Y R NA
23 Switch Plates
Y R N/A
24 Adjustable Braces
6 Y R NA
25 Non-Adjﬁble Braces
SYR

Switch Rods

26 Front Rod
6’Y R N/A

27 #1 Rod (Basket Rod)
&Y R NA

28 #2 Rod
&Y R NA

29 #3 Rod

SYR@

30 #4 Rod
sy R &

31 Closure Rail

€)Y R NA

32 Surface of Switch

&Y R NA

Using a 62" cord

S= Up to 1" Max allowed Speed

Y=1"to1 1/2" 40 MPH

R=11/2"to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

&)Y R
34 Switch Adjustments

Yes
35 Lubrication

Dry
36 Switch Target / Lamps
OK Missing__ﬂ
37 Latches
Broken___ Missing

38 Locks

Broken___ Missing
39 General Condition
Y R
40 Insulated Joints
Y R 5 S




"~ Frog Inspection Report/ Annual

Yard  [FAEKIZ CERtoR ]

Page 2 of 3

WO # 2158440

Date: //—,ﬁi’// Inspection Crew: //éé@ (_,'I//‘_?Jﬁ

41 Location

42 Switch I.D. #___ | 131B

43 Facing Trailing

44 Frog Tread N SYR
R SYR

45Frog# G
486 Frog Point Condition
Y R
47 Tondition of Frog
G YR
48 Surface of Frog
Y R

. '
49 Throatin Inches__ 2. 'k
50 Flangeway Depth___/ 7/
Flangeway Depth must not be less than 1 1/2"

Gage /
Main Track St /L

o< Turnout Track___ S & /2
Gage must not be less than 56" any Class

Guard Rails )
53 Guard Rail Gage N R_SY /o
Guard Rail Gage nust be less than 54 3/8"

54 BacktoBack N R_S& ¥y

Back to Back must be less than 53 18"
54 Condition
®YR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
56 Main Track
Y R
57 Turnout Track
@i Y R

Class 1 Gage 56" fo 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class2andgetsa Y
emarks on page 3

Turnout Ties

58 Condition
6 YR
59 Rail Movement
Y R

Tie Plates

60 Lead
&Y R
61Gurad Rail Flangeway
YR N_alw R WIn
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

&Y R
63 Frog Plates

(8 YR
Bolts
64 Loose % N/A
65 Missing e N/A
Rivets (Huck)
66 Loose % N/A
67 Missing [ N/A
68 Nuts Missing c N/A

69 Cotter Pins Missing 0__NA
70 Washers (O Broken_t) Missing

71 Hold Down Devices
X R N/A
72 Spring Hausing
SYR
73 Derails

SYR@

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie
OK Difference

75 Condition of Line thru entire turnout

@YR




Page 3 r* 3
Remarks

Date : -/ 7 /& Yard: [INEESSH Switch # 'M31B" wo# 2158440

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Revie%




. P ke hd

Work Order Tracking (Tr) @ Page 1 of 1
Work Order Tracking {Tr} Builetins: (2) 2 Go T
Find Work Order e '~ Select Action g f% wro& {1

List fWorkOrder % Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
Work Order: 2158436 METRO MOW ANNUAL SWITCH INSPECTION i
Classification: MTA\METRO 2

Classification Description: MTA - METRO
Asset; 1243417 27 METRO MOW SWITCH 131A WABASH YD TRK 1 WEST !:L

Alias; WAB131A

Location: CMWABYARD 2 Chain Marker Wabash Yard i}
Work Location: P4 o4
% Work Type: PM ]

Status: APPR
Status Date: 11/07/15 02:17:.01 PM
Reported By: MTACRON o
Phone:
Reported Date: 11/02/15 04:16:55 AM [
On Behalf Of: T

Consist: 2 I

Year:
Manufacturer; 2 Lif
Model:
Serial #:
Type: FLEET ‘-4 Fleet Assels
Status: OPERATING Operating

Asset Condition:
Address Information

Service Address: 2 Lk City:
Formatted Address: State/Province: ul

Qirnnt Addraan: HE

%

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=645 &csrftoken=7i75h30ed653g...  11/7/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard [IGCRMMNESEN WO# 2158436
Date: /- /5"  Inspection Crew / e, //:,;’*w (e

1 Location

2 Switch I.D. # - 131A
3 Facing ¥ Trailing
Rail Points

4 Point to Point S/
5 Point Condition
©Y R
6 Point Throw, nothing less than 4 3/4 inches
N R 5 3y
7 Point Opening
N R 5%
8 Fit
YR
9 General Condition of the Pomts
AYR
Gage
10 Heel of Switch
a) Main K
a) Turnout_ D& g
11 Gage ahead of Bend_$¢ &
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in lnches
a) Turnout__ &6 /¢

a)Main__& ¥y
Stock Rail
13 Bend
(S R
14 _pondition
[§ Y R
Bolts
15 Loose 53 N/A
16 Missing 7 NA
Rivets (Huck Bolts)
17 Loose { N/A
18 Missing___ ¢/ N/A
19 Cotter Pins missing N/A

21 Washers Broken O Missing

20 Jam Nuts l@se E) N/A

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
B)Y R NA
23 Switch Plates
(5 Y R NA
24 Adjustable Braces
Y R N/A
25 Non-Adjustable Braces
SYR @
Switch Rods
26 Front Rod
’Y R N/A
27 #1 Rod (Basket Rod)
&Y R NA
28 #2 Rod
Y R N/A
29 #3 Rod
S Y R@A
30 #4 Rod
S YR Y
31 Closure Rail
Y R N/A
32 Surface of Switch
/Y R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
Y R
34 Switch Adjustments
Yes

35 Lubrication
(OR Dry

36 Switch Target / Lamps
OK Missing____ (/A

37 Latches
OK Broken__ Missing

38 Locks
Broken___Missing
39 General Condition
@ YR
40 Ipsulated Joints
Y R




Frog Inspection Report/ Annual

Page 2 of 3

WO # 2158436

Yard - RIS
Date: Inspection Crew:
41 Location ‘ .
42 Switch I.D. # ___ | 131A
e ——

YR

45 Frog # c’/
4Sérog Point Condition

47 Condition of Frog
&)y R

48 Surface of Frog
Gy R

Y
49 ThroatinInches__ 2. &
50 Flangeway Depth | ? ¢
Flangeway Depth must not be less than 1 1/2"

Gage -y 7
“* Main Track____>% ‘2
_Turnout Track__ 56 772
Gage must not be less than 56" any Class

Guard Rails R
53 Guard Rail Gage N R_SH "
Guard Rail Gage nust be less than 54 3/8"
54 Back to Back N R_52 "2

Back to Back must be less than 63 1/8"
54 Condition
Y R
55 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps

Swam Track

57 Turnout Track
Y R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
Class2andgetsa Y

‘wemarks on page 3

Turnout Ties

58 Condition
@ YR

59 Rail Movement
&Y R

Tie Plates

60 L ead
Y R

61Gurad Rail Flangewa

vy rR N_W/it Yo/
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

AR
63 Frog Plates

Y R
Bolts
64 Loose 6 N/A
65 Missing ) N/A
Rivets (Huck)
66 Loose o N/A
67 Missing ¢/ N/A
68 Nuts Missing [~ N/A
69 Cotter Pins Missing __ & N/A
70 Washers roken__ % Missing____

71 Hold Down Devices

g? Y R N/A

72 Spring Houimg
SY R

73 Deralls
SY R QU

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

OK Difference

7Séondition of Line thru entire turnout

Y R



Page 3 of 3

Date : 2158436

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:




e - S

Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order e ~ Select Action - l:;} &
List f Work Order g Plans Actuals Activities Measurements Axle Configuration Related Records

Work Order: 2158444 {METRO MOW ANNUAL SWITCH INSPECTION
Classification: MTA \METRO 2
Classification Description: MTA - METRO
Asset: 1243415 27 METRO MOW SWITCH 129A WABASH YD TRK 1 CENTEF l:1
Alias: WAB129A
Location: CMWABYARD 2> Chain Marker Wabash Yard it
Work Location: b i
# Work Type: PM !
Status: APPR

Status Date: 11/07/15 02:20:08 PM

Reported By: MTACRON A
Phone:
Reported Date: 11/02/15 04:17:00 AM  [57,
On Behalf Of: s
Consist: o b

Year:

W
E

Manufacturer:
Modet: ‘ :{,

Serial #:
Type: FLEET '} Fleet Assets

“

Status: OPERATING Operating

Asset Condition:

Address Information

i
o

Service Address: px

Formatted Address:

Céreans Adcraon:

Page 1 of 1

&

Bulletins: (2)

» Go T

@ e &0

Safety Plan Log Failure Reporting
= ¢
City:
State/Province;

http://mtassets/maximo/ui/ ?evenPloadapp&value—*-pIustwo&uisessionid=645&csrftoken;?i’] 5h30ed653g... 11/7/2015



Switch Inspection Report/ Annual Page 1 of 3

vard [ECKMICEGNN WO# 2158444

Date: //f/;'// Inspection Crew /J/C//é/’f, L%{;rcz/ 6501:676

1 Location
2 Switch |.D. # _129A
3Facing ___ Trailing

Rail Points 9
4 Point to Point &% /g
5 Point Condition
® YR
6 Point Throw, nothing less than 4 3/4 inches
N R___47%
7 Point Openin
N p g . 53 /8
8 Fit
OYR
9 General Condition of the Points
(3R
Gage
10 Heel of Switch

a) Main_ S6¥g
a) Turnout_Sl> '/ g

11 Gage ahead of Bend_S56 "2
Must not be less than 56 inches or
more than 57 inches for "'S"

12 Heel Spread in Inches
a) Turnout
a) Main__ € E2

Stock Rail
13 Bend
Y R
14 Condition
&Y R

Bolts
15Loose @ N/A

16 Missing___ 0  N/A

Rivets (Huck Bolts)

17 Loose { 2‘ N/A

18 Missing N/A

19 Cotter Pins missing__ o N/A

20 Jam Nuts Loose N/A
21 Washers ?k Broken__) Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
Y R N/A
23 Switch Plates
@Y R NA
24 Adjustable Braces
Y R N/A
25 Non-Adjugtable Braces
SYRN
Switch Rods
26 Front Rod
Y R N/A
27 #1 Rod (Basket Rod)
(®Y R NA
28 #2 Rod
(S Y R NA
29 #3 Rod
SYR
30 #4 Rod
SYR
31 Closure Rail
Y R N/A
32 Surface of Switch
S Y R NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=1 1/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
YR
34 Switch Adjustments
Yes
35 Lubrication
Dry
36 Switch Target / Lamps
OK  Missing K73
37 Latches
K) Broken___Missing
38 Locks
Broken____Missing
39 General Condition
(s)Y R

40 Insulated Joints .
@Y R %‘




Frog Inspection Report/ Annual

Yord | EREGETEG

Page 2 of 3

WO # 2158444

Date: i —/ 25 i Inspection Crew: L%s,//ff/ { ;'_ ;[c:’
A - -

41 Location
42 Switch I.D. # __ | 12
43 Facing

44 Frog Tread N

R
45 Frog# __ (.

46 Frog Point Condition
@Y R
47 Condition of Frog
Y R
48 Surface of Frog
YR

|
49 Throat in Inches 2 /"(
50 Flangeway Depth [ 7%
Flangeway Depth must not be less than 1 1/2"

Gage )
~1 Main Track 5t 72

2 Turnout Track___ & =%
Gage must not be less than 56" any Class

Guard Rails 2
53 Guard Rail Gage N R _SY%

Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N R__5a ¥
Back to Back must be less than 53 1/8"
54 Condition
Y R
55 Location of Guard Rail (Relation to Point)
SYR
Guard Rail Clamps
56 Main Track
R
57 Turnout Track

&y R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

“.«emarks on page 3

Turnout Ties

58 Condition
@ YR

59 Rail Movement
S)Y R

Tié Plates

60 Lead
R
61Gurad Rail Flangeway
YR N R
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

YR

63,Erog Plates

AY R
Bolts
64 Loose 0 N/A
65 Missing 0 N/A
Rivets (Huck}
66 Loose v N/A
67 Missing b N/A
68 Nuts Missing & N/A

69 Cotter Pins Missing ©___NA
70 Washers (OK)Broken__©_Missing

7%Iold Down Devices
Y R N/A
72 Spring sing
S Y R(N/
73 Derails __ .
SY R

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie
OK Difference

75 (gondition of Line thru entire turnout

Y R

\J



Page 3 of }
Remarks

Date : /- /2-/5 Yard: [NEBSSH switch # [I20A0 wo# 2158444

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Lo ¥ -




#

* Work Order Tracking (Tr)

‘Work Order Tracking {Tr}

- Page 1 of 1
@D,

Bullating: (2} e Go T

Find Work Order Q- "% Select Action - ‘%@ %ﬁg g%:% D@ 4
List §Work0rder % Pians Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
Work Order: 2158448 IMETRO MOW ANNUAL SWITCH INSPECTION
Classification: MTA \ METRO
Classification Description: MTA - METRO
Asset; 1243416 2 METRO MOW SWITCH 120B WABASH YD TRK 2 CENTEF a
~ Alias: WAB126B
Location: CMWABYARD 2> Chain Marker Wabash Yard
Work Location: »
# Work Type: PM 2
Status: APPR
Status Date: 11/07/15 02:20:43 PM
Reported By: MTACRON
Phone:
Reported Date: 11/02/15 04:17:02 AM %
On Behalf Of: s
Consist; b4
gﬁ ;
Year:
Manufacturer: !
Model: i3
Serial #:
Type: FLEET 124, Fleet Assets
Status: OPERATING Operating
Asset Condition: et
Address Information
Service Address: City:
Formatted Address: State/Province: 5
Qirant Addrnon: .
http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=645&csrftoken=7175h30ed653g... 11/7/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard [iCREEGONEE WO# 2158448

Date: /-—/j // Inspection Crew Kf@/’qe M/} (//fé)

1 Location

____—
2 Switch .D.# [ 428B

3 Facing Vi Trailing

Rail Points
—— e B
4 Point to Point © 0
5 Point Condition
B YR
6 Point Throw, nothing less than 4 3/4 inches
N R 5 %%
7 Point Openin
# P g " 5 34
8 Fit
B¥R

9 General Condition of the Points

R
Gége

10 Heel of Switch

a) Main 54 V-’é ;

a) Turnout_5_
11 Gage ahead of Bend | S5 Y2
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches
a) Turnout_& i s
a) Main___& Y%

Stock Rail

1 é?end
ondition
Y R

Bolts
15 Loose C) N/A

16 Missing gZ N/A
Rivets (Huck Bolts)
17 Loose N/A

18 Missing__/  N/A
19 Cotter Pins mlssmg (") N/A

20 Jam Nuts Lo U N/A D
21 Washers Broken ¢/ Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
Y R N/A
23 Switch Plates
@ Y R N/A
24 Adjustable Braces
&Y R NA
25 Non-Adjustable Braces
SYR @
Switch Rods
26 Front Rod
Y R N/A
27 #1 Rod (Basket Rod)
®Y R NA
28 #2 Rod
Y R N/A
29 #3 Rod
SYR
30 #4 Rod
S Y RAIA
31 Closure Rail
Y R N/A
32 Surface of Switch
(3 Y RNA
Using a 62" cord
S$= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service

33 Head Block ties
YR

34 Switch Adjustments
Yes

35 Lubrication
OKY Dry

36 Switch Target / Lamps
OK Missing (N/B

37 Latches
Broken Missing
38 Locks

Broken__ Missing
39 %eneral Condition

40 Insulated Joints




Frog Inspection Report/ Annual

Yard - RS

Page 2 of 3

WO # 2158448

¥

Date: Y I // Inspection Crew: 6;‘0,@&) A?/", ;fﬁ_. ( ,}%’iu?

41 Location
42 Switch I.D. #

43 Facing ¥ Tr iling
44 Frog Trea YR
S)Y R

45 Frog # Ca
48 Frog Point Condition

Y R
47 Condition of Frog

Y R

48 Surface of Frog
YR

-

49 Throatin Inches___ 2 /4
50 Flangeway Depth____ s 2"
Flangeway Depth must not be less than 1 1/2"

Gage —
“Main Track 6
. Turnout Track__ &t /2
Gage must not be less than 56" any Class

Guard Rails <
53 Guard Rail Gage N B.. 38N

Guard Rail Gage nust be less than 54 318"
54 Backto Back N R_&& °

Back to Back must be less than 53 1/8"
54 Condition

(PY R
55 Location of Guard Rail (Relation to Point)

e R
ard Rail Clamps

56 Main Track

Y R
57 Turnout Track
Cs)v R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
Class 2andgetsayY

‘wemarks on page 3

Turnout Ties
58 Condltlon

5 éall Movement

Tie Plates
60 Lead
®Y R
61Gurad Rail Flangeway
R N ~MMHA R /i
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

Y R

63 Erog Plates

i
Bolts
64 Loose o N/A
65 Missing [6) N/A
Rivets (Huck)

.

66 Loose 0 N/A
67 Missing P2 N/A
68 Nuts Missing (7 N/A

69 Cotter Pins Missing _ &~ N/A

70 Washers @Broken Nlissing

71 Hold Down Devices
(B)Y R NA

72 Spring Housing
SY R/

73 Derails
S YR @

74 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

@ Difference

75 Condition of Line thru entire turnout

@Y R
%ﬁ,



Page 3 of 2
Remarks

Date : J/-/ 3~/ Yard: [NEEESH Switch # [MiZ20Bl] wo# _ 2158448

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:




Work Order Tracking (Tr) Page 1 of 1

E;?‘g(crk Order Tracking (T1) Builetins: (1) 2 Go Tt

Find Work Order e '~ Select Action - e & <@ Seoo& Ll
List Work Order | Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
Work Order: 2123745 IMETRO MOW ANNUAL SWITCH INSPECTION o
Classification: MTAA\METRO g

Classification Description: MTA - METRO
Asset: 1243421 27 METRO MOW SWITCH 135A WABASH YD TRK 1 WEST l_:‘
Alias: WAB135A
Location: CMWABYARD 2 Chain Marker Wabash Yard i1
Work Location: » il
& Work Type: PM 2y
Status: APPR
Status Date: 10/17/15 07:13:14 AM
Reported By: MTACRON s
Phone:
Reported Date: 10/12/15 04:15:34 AM  [Th

On Behaif Of: P g

Sod

Consist: X i

Year:
Manufacturer: a2 L
Model: L
Serial #
Type: FLEET .4 Fleet Assets
Status: OPERATING Operating

Agset Condition;
Address Information

Service Address: e i City:

Formatted Address: State/Province: L

Ve,

Qiramt Arddrmoas: T

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=4471&csrftoken=t3k3ugpcrv2s... 10/17/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard [CCREMISSHN WO# 2143421

Date: 10/17/15 Inspection Crew R. Nelson, J.Chase, M. Alchin
1 Location 22 Standard Joints
2 Switch |.D. # 1 @ Y R N/A
3 Facing Trailing 23 Switch Plates
ﬁ Y R N/A
Rail Points 24’Adjustable Braces
4Pointto Paint 5~/ 7/ ¢ S)Y R N/A

5 Point Condition
Y R
6 Point Throw, nothing less thap 3/4 inches
%

N 2/ Yz
7 Point Openj
s A

8 Fit

R
9 General Condition of the Points
?Y R

a

sage

10 Heel of Switch ,
a) Main ‘f 2/‘%’ 7 2
a) Turnout

11 Gage ahead of Bend :2’/ é __//7 ©
Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in l/!fhes

a) Turnout
a) Main

Stock Rail
13 Bend

B YR
14,Condition
AV R

Bolts
15 Loose & N/A

16 Missing___ ) N/A

Rivets (Huck Bolts)
17 Loose N/A

18 Missing N/A
20 Jam Nuts se @ N/A

21 Washers (O Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

25-Non-Adjustable Braces
S YR N
Switch Rods

26 Front Rod
Y R NA
27 #1 Rod (Basket Rod)
Y R N/A
2 Rod
Y R NA
29 #3 Rod
s Y RAB
30 #4 Rod
SYR
31 Closure Rail
Y R NA
32 Surface of Switch
S X R NA
sing a 62" cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service

33 Head Block ties
Y R

34 Switch Adjustments
No

35 Lubrication
@ Dry
36 Switch Target / Lamps— -

OK Missing__( N//)

37 Latehes

CQK Broken____Missing____
38 Locks

‘OK/ Broken___ Missing____

39 General Condition
Y R

40Tn ulated Joints
é YR



Frog Inspection Report/ Annual

WO # 2143421

R. Nelson, J. Chase, M. Alchin

Yard TR
Date: 10/17/15 Inspection Crew:
41 Location
42 Switch I.D. # ____ 3.

43 Facing Tr I}
44 Frog Tread N Y R

R
45 Frog # l Vi

48 Frog Point Condition

Y R
47 Condition of Frog
Y R
48 Surface of Frog
@)Y R
49 Throat in Inches X /5
50 Flangeway Depth /ZF

Flangeway Depth must not be less than 1 1/2"

Gage p
%4 Main Track
Turnout Track 52K

Gage must not be less than 56" any Class
Guard Rails

-
53 Guard Rail Gage N 74 R .5 ?//

Guard Rail Gage nust w s than 54 3/8"
54 Back to Back R__SAZE
Back to Back must be less than 53 1/8"
54 Condition
~S R
85 Location of Guard Rail (Relation to Point)
SR —
Guard Rail Clamps
56 Main Track
<S YR ._ .
57 Turnout Track

SXRTT

Class 1 Gage 56" to 57 1/2"

More than 57 1/2™ Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
Class 2andgetsayY

.zmarks on page 3

Turnout Ties
58 Condition
YR

59 Rail Movement
Y R
e Plates

60 Lead

Qj\r(af Rail Fla}g/e}t /t/?,

Guard Rail Flangéway can be less than 1-1/2"
62 Guard Rail Plates

63 Frog Plates

(YR

olts
64 Loose @
65 Missing ‘___NIA>

W

Rivets (Huck)

66 Loose o N/A
67 Missing o N/A
68 Nuts Missing o N/A

69 Cotter Pins Missing [ N—
70 Washers/OK~Broken Missing

71 Hold Down Devices
Y R N/A

gprinw
SY
73 Derails,~

S Y R N/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

/Sg' eyond last long tie
Difference

75 Condition of Line thru entire turnout
(s'v R

Page 2 of 3



Page 3 of 3
Remarks

Date : _ 10/17/15 Yard: [NEBESH Switch # [435A7 wo# 2143421

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed

)
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Work Order Tracking (Tr)

Work Order Tracking (Tr)

' Jork Order e

List 2 Work Order | Plans Actuals

!

Work Order:

Classification:

Clagsification Description:

Assel:

Alias:

Location:
Work Location:
# Work Type:
Status:

Status Date:
Reported By:
Phone:

Reported Date:

On Behalf OF:
Consist:
2t Details
Year:
Manufacturer:
Model:
Serial #
Type: FLEET

Status: OPERATING

Asset Condition:

Address Information

Service Address:

Formatted Address;

Qirmné Addraca:

http ://mtass ets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=4471 &csrftoken=t3k3ugpcrv2s...

v Select Action

Activities Measurements

2123733
MTA\VMETRO

MTA - METRO

Axle Configuration

Page 1 of 1

St
- %

Related Records Safety Plan Log Failure Reporting

'METRO MOW ANNUAL SWITCH INSPECTION et

2

1243422 A% METRO MOW SWITCH 135B WABASH YD TRK 2 WEST l:L

WAB135B

CMWABYARD 2 Chaln Marker Wabash Yard
PM ot
APPR

10/17/15 07:12:16 AM
MTACRON

1012115 04:15:13 AM [57,

2

'.: Fleet Assels

Operating

2

2

s

P City:

State/Province; "

10/17/2015



Switch Inspection Report/ Annual Page 1 of 3

Date: 10/17/15 Inspection Crew
1 Location
2 Switch I.D. # 358
3 Facing Trailing
Rail Points
4 Point to Point ////
5 Point Condition
g Y R
aint Throw, nothing less than 3/4 inches
N é’/é R v /8
7 Point Open
N __S$HR R 5%
8 Fit
SYR
9 General Condition of the Points
®Y R
Gage

10 Heel of Switch » /
~ Main "35}

Turnout ﬁg, é;ﬁ
11 Gage ahead of Bend__ 4 L //
Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in jnches
a) Turnout
a) Main

Stock Rail
13 Bend

Y R
14 Condition
@ Y R

Bolts

15 Loose 12 N/A
16 Missing___ () N/A

Rivets (Huck Bolts

17 Loose N/A

18 Missing N/A

17 Totter Pins missing___ ( 2 N/A

_ gam Nuts Loose (2 N/A
21 Washers @ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Yard [IGEKEGNICSNN WO# 2123733

R. Nelson, J.Chase, M. Alchin

22 Standard Joints
Y R N/A

23 Switch Plates
Y R NA

24 Adjustable Braces
S/Y R N/A

25

on-Adjustable Braces
S YR
26 Front Rod
é Y R N/A
27 #1 Rod (Basket Rod)
Y R N/A
28 #2 Rod
Y R N/A

29 #3 Rod
SY

30 #4 Rod
SYR é Z—)
31 Closure Rail
Y R N/A
urface of Switch
S)Y R NA
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service

33 Head Block ties
Ly

34 witch{\ justments
Yes /MNo

35 LyRrication
Dry
36 Switch Target / Lamps

OK Missing

37 hes
Broken___Missing____
38 Locks

@ Broken Missing
39 General Condition

@ Y R
40 Tnsulated Joints

S
éYR




Frog Inspection Report/ Annual

vard | R

Date: 10/17/15 Inspection Crew:

WO # 2123733

R. Nelson, J. Chase, M. Alchin

41 Location

42 Switch 1.D. # ___| 4358
43 Facing Traj lmg
44 Frog Tread N Y R

R S)Y R
45 Frog # Lﬂ 0
46 Frog Point Condition
YR
ndition of Frog
Y R
48 8urface of Frog
Y R

49 Throat in Inches o??é
50 Flangeway Depth

Flangeway Depth must not be less than 1 1/2"

Gage !
~+ Main Track e /?
irnout Track____. 57 25

Gage must not be less than 56" any Class

Guard Rails /
53 Guard Rail Gage N M R !‘7/
Guard Rail Gage nust be /J s than 54 3/8
54 Back to Back /S R jxf
Back to Back must be less than 53 1/8"
54 Condition
-5 r R
55 Location of Guard Rail (Relation to Point)
S XR—
Guard Rail Clamps
56 Main Track
57 Turnout Track
S_ YR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4” downgrade to

Cl~~s2andgetsaY

wsemarks on page 3

Turnout Ties

Szgundition
Y R

59.Rail Movement
Y R

Tie Plates

60 Lead

@Y R
61Gurad Rail Flan way A/
SYR N
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates
SR
3 Frog Plates

6
O

Bolts
64 Loose @
85 Missing N/E)

Rivets (Huck
66 Loose Q N/A

67 Missing -~ NA

68 Nuts Missing 2 N/A

69 Cotter Pins Missing QA D
70 Washers &roken Missing_____

71 Hold Down Devices

éﬁ/ R N/A

72 Spring ing
SY R4

73 Derails .~

S Y R({N/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

/50: eyond last long tie
OK/ Difference

75 Condition of Line thru entire turnout
YR

Page 2 of 3



Page 3 of 2
Remarks

e : 10175 Yard: |[SEEEER Switch # [35Bll wo# 2123733

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S Allitems inspected are in compliance

Y Attention needed

3

R Immediate attention required or Out of Service Reviewed by:

Yo7
o e




